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Technical Data Sheet

CALCIUM TUNGSTATE ANHYDROUS

Calcium Tungstate Anhydrous (CTA) is a high purity, low trace tungstate used for laboratory research and
in the synthesis of certain substances. CAS#: 7790-75-2

Technical Specifications: cawo,

Appearance Fine, White to Yellow Powder
CaWOs4, % 98.00% min
Tungsten (W), % 62.50% min
Arsenic (As), % 0.002% max
Chromium (Cr), % 0.0005% max
Copper (Cu), % 0.0005% max
Heavy Metals as Lead (Pb), % 0.004% max
Iron (Fe), % 0.0005% max
Mercury (Hg), % 0.002% max
Molybdenum (Mo), % 0.025% max
Water Content, % 0.50% max

Packaging: Available in 250Ib and 5001b drums. As well as, 22001b
supersacks and small packs, by request.

Storage: Store in a cool, dry area. Keep containers closed when not in
use.

Shelf Life: At least one year if properly stored in unopened container.
Safety: Non-hazardous. Non-flammable. See MSDS for specific
information.
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The information contained herein is based on the data available to us and is believed to be accurate as of the date prepared however, North Metal & Chemical Co. makes no warranty,
expressed or implied regarding the accuracy of these data or the results to be obtained from the use thereof.



