
Technical Data Sheet 

HYDROXYPHOSPHONO ACETIC ACID 
NorthQuest 6700 

Hydroxyphosphono Acetic Acid, HPAA, is an organic, viscous dark brown 50% active solution that is  
soluble in water, ethylene, methanol, and 50% caustic soda. HPAA is used as a corrosion inhibitor for mild 
steel in cooling water treatment programs. CAS#: 23783-26-8 

Technical Specifications: C2H5O6P 

The information contained herein is based on the data available to us and is believed to be accurate as of the date prepared however, North Metal & Chemical Co. makes no warranty,    
expressed or implied regarding the accuracy of these data or the results to be obtained from the use thereof.  
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Packaging: Available in 551lb drums and 2755lb totes. Small packs  

available by request. 

Storage: Store in a cool, dry area. Keep containers closed when not in use.  

Shelf Life: At least three years if properly stored in unopened container.   

Safety: HPAA is corrosive to the skin and eyes. Refer to MSDS for        
additional precautions.  

Appearance Brown Viscous Liquid 

Solids Content, % 50% min 

pH (1% solution) 1.0 - 3.0 

Specific Gravity @ 25°C 1.30 - 1.50 

Freezing Point, °C -5°C 

Phosphonate, % 30% min 

Phosphoric Acid, as PO4 1.5% max 

Phosphorous Acid, % PO3 3% max 
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